
Zebra-Coat®  uPVC 1K & 2K coatings for both virgin uPVC & Composite have been tested in the 
UK in accordance to the following  standards: 
Standard 
BS EN ISO 7784 
BS EN ISO 11507 
ASTM D5895 
BS EN ISO 2409 
BS EN ISO 2808 
BS EN ISO 1524 
BS EN ISO 2813 

Equipment 
Abraser (Abrasion Resistance) 
QUV (Artificial Weathering)  
BK Drying Time Recorder 
Cross-Hatch Adhesion 
Film Thickness Gauge 
Hegman Gauge (Fineness of Grind) 
Gloss Meter 

BS EN ISO 6270-1       Humidity (Continuous Condensation) 
BS EN ISO 6272-1 Impact Resistance (Falling Weight) 

Pull Off Adhesion  
Cone and Plate (Viscosity)  
Flow Cup (Viscosity) 

BS EN ISO 4624 
BS EN ISO 2884 
BS EN ISO 2431 
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ZEBRA-COAT UPVC  QUALITY TESTING STANDARDS 

This information relates only to the specific material designated and may not be valid for such material used in combination with any other materials or in any process. Such information is to the best of BSS’S knowledge and belief accurate and reliable as of the 
date indicated. However, no representation, warranty or guarantee is made as to its accuracy, reliability or completeness. It is the user's responsibility to satisfy themselves as to the suitability and completeness of such information for their own particular use. 
For professional use only. All products supplied according to B.S.Supplies (Stoke on Trent) Ltd Terms of Trading – copy available upon request. Tel 01782 209 527 


